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stadsschouwburg
groningen

general info
Address
Turfsingel 86
9711 VX Groningen, The Netherlands

P.O. Box 775
9700 AT Groningen, The Netherlands

Phone
+ 31 (0)50 3680111 or + 31 (0)50 3680314

Fax
+ 31 (0)50 3680333

E-mail
info@opsb.groningen.nl

Website
www.ssbg.nl
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contacts

Promoter Theatre
Henk Kuiper
+ 31 (0)50 3680207 /  
+ 31 (0)6 52098390
h.kuiper@opsb.groningen.nl

Production Theatre
Jet Even
+ 31 (0)50 3680208 /  
+ 31 (0)6 20017745
jet.even@opsb.groningen.nl

Promoters Music
Peter Sikkema / Joey Ruchtie
+ 31 (0)50 3680241 / + 31 (0)50 3680252
+ 31 (0)6 53534531 / + 31 (0)6 18392198
peter@050music.nl 
joey@050music.nl 

Production Music
Frederike Cath / Arne Lampe
+ 31 (0)50 3680247 /
+ 31 (0)6 27332276 / + 31 (0)6 25071158
frederike@050music.nl
arne@050music.nl

Technical production 
(a.o. sound, lights, rigging)
 
+ 31 (0)50 3680315
jet.even@opsb.groningen.nl

Hospitality 
+ 31 (0)50 3680317
horeca@opsb.groningen.nl

Backstage Entrance / Loading dock 
Kruitgracht  (Back of Stadsschouwburg,  
for map see page 7)
Trailer lift outside (1500 x 361 cm), 
maximum load 30.000 kg, door 295 x 290 
cm
Trailer lift inside (1292 x 290 x 400 cm), 
maximum weight 20.000 kg, door 2,40m x 
3,80m
Lifting ramp (Alp lift, up to 11 meters), 
ladders as well as various tools for lifting 
and transport are available. 

Parking
Backstage parking is locked by a gate and 
limited to a maximum of 3 cars. Reservation 
necessary: portie2o@opsb.groningen.nl
Other nearby possibilities for car parking 
1.	 Car park Boterdiep (Ciboga-terrein)
2.	 Car park UMCG Noord
(for map see page 7)

Cell phones audience
Previous to the start of the performance 
we will request the audience to switch off 
their cell phones.

Capacity
Seats: 750 (including 58 seats on orchestra 
pit). 

Sound limit
Due to sound level restrictions and 
regulations it is not allowed to exceed 
the following maximum sound level: Max 
103 dBA at the FOH sound desk, Leq 15 
minutes. De Stadsschouwburg reserves 
the right to reduce the sound level when 
necessary.

Backline
We will presume artist will carry all 
backline unless otherwise agreed. In case 
de Stadsschouwburg will have to rent 
backline, we will need specific backline 
requirements well in advance.

No Smoking
Smoking is not allowed in our theatre.

Fire Proof Certificates and Restrictions
There are strict regulations governing the 
use of pyrotechnical devices, smoke and 
fire effects on stage. Please contact venue’s 
production manager well in advance if 
your production involves anything like 
this. All scenery, back drops etc. must be 
flameproof and comply with all Dutch fire 
and safety regulations. The use of any kind 
of confetti, snow, glitter, foam or bubble 
machines is not allowed, unless otherwise 
agreed well in advance. Covering of escape 
route signs is not allowed.

Security
Standard security, unless otherwise agreed 
well in advance. For reasons of security 
it is not allowed to invite members of the 
audience to climb the stage during the 
show. 

backstage
Dressing rooms
2 large dressing rooms (with shower and 
toilet), 2 large dressing rooms (no shower, 
no toilet) and 4 small dressing rooms for 2 
to 3 persons (1 with tv, all with shower and 
toilet). All dressing rooms are lockable and 
are furnished with tables, chairs, mirrors, 
adequate lighting, power outlets and a 
clothes rack. Fridge, flat-iron, ironing board, 
washing machine and tumble dryer are 
available. De Stadsschouwburg cannot be 
held responsible in case of theft.

Production office
Small production office with WIFI. 
Production phone available on request. 

Dinner
Parties from up to 10 persons can have 
dinner in our green room, for € 16,- per 
person. Dinners need to be booked at least 
one week before the day of performance 

through production. Please let us know if 
there are any special wishes concerning 
dinner, for example diet. Microwave 
available. If you have any questions 
regarding catering or hospitality, do not 
hesitate to contact us. On page 7 you 
will find some nearby restaurants that 
(sometimes) offer special rates and menu’s 
for our visiting parties. In case of interest, 
please contact the concerning restaurant.

Wifi
Free wireless internet available in dressing 
room area.
Network: schouwburg
Password: on request

Merchandise
Selling of programmes, cd’s or merchandise 
can take place in our foyer. Please contact 
production for further information and 
conditions.

Hotels (see page 6)
If you need hotel accommodation, we 
can assist with your reservation. We have 
special rates at most hotels in Groningen. 
Do not hesitate to contact us.

important notices
Please make sure we receive all relevant 
show information no later than 4 weeks
before the day of performance:

• 	 technical rider, including stage plot, 
patch list and bar list

• 	 lighting plot
• 	 hospitality rider
• 	 backline: we will presume artist will 

carry all backline unless otherwise 
agreed

• 	 travel party
• 	 technicians party will bring
• 	 means of transportation

Please contact venue’s production manager 
to advance the show and to discuss the 
number of crew needed. Please inform us 
of changes regarding production a.s.a.p. 
to venue’s production manager, at least 
4 weeks before the day of performance. 
Extra costs due to changes after this date 
may be for account of the artist, as well 
as extra costs due to our staff working 
in their break. All riders received after 
aforementioned time span shall be dealt 
with in the best possible way, without any 
guarantees as to their fulfillment. All extra 
costs resulting from this will be charged.

De Stadsschouwburg is obliged to work 
according to the Dutch occupational health 
and safety regulations determined by the 
Dutch Labour Inspectorate. We expect the 
artist and crew to do the same.
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technical list, sound and 
lighting specifications
If these specs are not sufficient or if you have other questions regarding 
rigging/hanging possibilities, sound or lights, please contact us well  
in advance (at least 4 weeks before show) + 31 (0)50 3680315 or  
jet.even@opsb.groningen.nl

auditorium

type of auditorium Opera house

Seating capacity 750 (including 58 seats on 
orchestra pit)

Optional arrangements 146 or 122 seats

floor

Stage Floor Parquet (Keruing)

Maximum load 500 kg/m2

Slope 0% (rake in %)

Marley Black (15 meters wide, 18 meters 
with side faces)

Cable ducts 4 (2 on every side)

ceiling and house curtain

Ceiling stage Fly bars

Ceiling auditorium Painting, plaster and chandelier

House curtain Color red, operation down stage left

Motions Greek opening / straight (manual) 
Italian opening / Wagner (electric)

MASKING

Color masking curtains Black

Legs 6 sets of 9 m, 1 set of 10 m

Borders 6 (5 pieces of 3 m, 1 piece of 5 m)

Backdrop 2 (consists of 4 legs)

Mini backdrop 1 (custom fit for 1st fly bar as a 
house curtain, guillotine)

Cyclorama 1 (15 x 10 m)

Scrim / gauze 1 (black, 18 x 9 m)

Side black curtains on rail under fly 
galleries and second level

measurements stage
HEIGHTS (IN M)

Gross stage height 18,60

Net stage height 18

Portal bridge maximum 8

Portal bridge minimum 0,50

Fixed opening 7,75

Bottom fly gallery 1 SL 2,19

Bottom other fly galleries 8,12

Stage height at row 1 0,88

Orchestra pit (2 halves) -3,93 minimum . stage level 
maximum

DEPTHS (IN M)*

Gross stage depth 14,22

Net stage depth 14,22

Back side proscenium 0

Front side proscenium -0,70

House curtain -1,20

Back side fire screen -1,44

Front side fire screen -1,68

Rear side fixed opening -1,82

Front edge of the stage -2,57

Front edge of the orchestra pit -6,40

Front edge of balcony -13,32

Rear wall auditorium -19,32

RISERS

 Stage decks 2 m x 1 m 36

Stage decks 1 m x 1 m 5

Legs in various numbers 20 cm, 40 cm, 60 cm, 80 cm, 100 
cm, 120 cm, 160 cm and 200 cm

MISCELLANEOUS

Orchestra seats 65

Music stands 54

Conductor stand 1

Prop tables 5

Rostrums 5 (4 singles and 1 double)

PUBLIC AND PLAY ON STAGE  
(also see maps’ toneel op toneel’) 
De Stadsschouwburg offers 2 optional arrangements for ‘public 
and play on stage’ (‘toneel op toneel’) performances up to a 
maximum of 146 seats

STAGE 1 ( 13 M WIDE AND 5 M DEEP)

Capacity 146 seats (excluding technique)

Net stage plot 18 m wide and 9 meters deep

STAGE 2 ( ON ORCHESTRA PIT 13 M WIDE AND 5 M DEEP)

Capacity 122 seats (excluding technique)

Net stage plot 18 m wide and 12 meters deep

WIDTHS (IN M)* width left right

Gross stage width 27,80 -13,90 13,90

Net stage width 21,79 -11,03 10,76

Fly gallery 21,73 -11,03 12,50 / 
10,70 **

Fixed opening 10,60 -5,30 5,30

Proscenium towers maximum 13 -6,50 6,50

Proscenium towers minimum 11 -5,50 5,50

Orchestra pit 11,50 -5,75 5,75

* 	 From calibration point ‘Koperen Kees’ setline
** 	 Please note! The 1st fly gallery stage left is larger from fly bar 30  

to the back, see drawing stage plot for further measurements
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Type Computer controlled fly bar system

Made by Trekwerk (TNM)

Programmable fly bars 62 + 1 in front of portal bridge 
+ 4 side bars

Additional fly bars 2 (1x behind portal bridge and  
1 at the upstage wall) *  **

Controlled from 1st fly gallery stage left

Winches Synchrodisc

Fly bar length 19,40 m

Fly bar diameter 4,8 cm lower pipe & 7,7 cm 
upper pipe (dual pipe fly bar)

Number of wires per bar 8

Maximum bar load 500 kg (300 kg on the  
additional fly bars and side fly bars)

FLY BAR VERTICALLY

FLY SYSTEM (also see fly bar list)

Steel cables in various lengths, coupling materials, slings as well as 
various other hoisting materials are available.

Point load	 170 kg

Maximum speed 1,80 m/s

Maximum fly bar height 17,60 m

Minimum fly bar height	 0,20 m

RIGGING

Triangular truss 30 cm 2 x 4 mm 1 x 2 m

*	 Additional fly bars are not programmable
** 	 Additional fly bar behind the portal bridge isn’t clear to move free 

from portal
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Dimmers

Stage 2,5 KW 4 (CEE-form 8 SR front, 8 SL front, 
5 SR rear, 5 SL rear, Shuco 8x 
Harting-8 center upstage)

Stage 5 KW 14 (CEE-form 2 SR front, 2 SL front, 
5 SR rear, 5 SL rear)

Dimmer rack mobile	 (2 x 48 dimmers) 2,5 KW 
(patchable, CEE-form, Shuco and 12 
x Harting-8)

Dimmers auditorium see drawing

POWER SUPPLY 380V 3p+1n+1a

CEE-form 125 A. outlet 3 (2x SL, 1x SR)

CEE-form 63 A. outlet 1 (SR) 

CEE-form 3x16A.  1 (SL)

Distributor 125 A -> 2 x 63 A / 400 
V, 2 x 32 A / 440 V, 3 x 16 A / 230 V

2 (1 SL, 1 SR)

CEE-form 125 A. kabel 5-pole 3 (5m) 

CEE-form 32 A. kabel 5-pole 1 (25m)

63 A for camera dolly 1

CABLES

CEE-form 16 A. 3-pole Various lengths

CEE-form 32 A. single phase Various lengths

Shuco / 230 V Various lengths

Adapter CEE16->Shuco Sufficient

Adapter Shuco->CEE16 Sufficient

Harting-8 multicable 8 x 25m, 4 x 10m, 4 x 5m

Breakouts Harting-8 8 x 16A-Shuco & 16A-CEE two-sided

FIXTURES

PC 1 KW A.D.B. 16 (with barn door)

Profile 1 KW Enizoom 12 (zoom profile 17° - 38°)

Profile 1 KW 30  ° 8 (fixed lens, only for use with floor 
stand)

Fresnell 2 KW Selecon 8 (with barn door)

Parblazer PAR 64 24 (cp62, cp61 and cp60)

Sixbar PAR 64 4 (cp62, cp61 and cp60))

Floods 1 KW Selecom 4

Follow spot Robert Juliat 2 (2,5 KW tungsten, 2nd balcony)

Cyclorama lighting Iris 4 10 (5 x Harting-5 and  
5 x CEE-connection)

ACL-set 1 (2 x 4-bar)

Clay Paky A. Leda B-Eye K10 
CCmoving heads wash)

8

Fixed fixtures see drawing

STANDS

Manfrotto 6 (maximum height 3,5 meters)

Floor stand 12

COMPUTERS

GRAND MA 2 light silent + wing Suitable for mobile use

Compulite SparkTop 4D Suitable for mobile use

light (also see lighting plot)

DMX / Ethernet
Several interfaces on stage and throughout whole of auditorium

Gels
Selection of the widely used LEE colors
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sound

Audio power
Downstage left and right 1 x CEE-form 32 Amp. and 2 x Shuco 16 Amp. 
Upstage left and right 2 x Shuco 16 Amp. 
Availability of 2 x 32 Amp. to 6 x Shuco 16 Amp. and 32 Amp. extension 
cables. 

SDI-patch
Situated SR, 1 in 9 out to: SL front/middle, SR middle, technical booth 
auditorium and booth cabin.

Video web
Fixed 75Ω cables with BNC interface from stage left to: stage right, 
auditorium and the lighting booth. At stage left interfaces for cameras 
with stage view in color and infra-red. Also RGBHV to cabin and 
auditorium and Ethernet from stage to auditorium.

Scene images and sounds
Audio monitoring possible in all dressing rooms and green room.  
Stage viewing possible in green room and conductor’s dressing room.

AUDITORIUM SYSTEM

Management FOH Yamaha DME designer 24n

Amps

D&B D6 5

D&B D12 3

Speakers

D&B Ci90 2 (auditorium level)

D&B Ci60 4 (1st and 2nd balcony)

D&B Q-sub 6 (4 x auditorium level, 
2 x 2nd balcony)

D&B E0 10 (2 x front fill and 8 x fill 
balconies))

D&B Q1 5 (center cluster)

D&B Q7 1 (center cluster)

D&B E3 2 (3rd balcony fill)

Other speakers

Meyer UPA 2

Meyer Sub USW 2

SoundProject sp2 top 2

SoundProject sp15 sub 2

SoundProject X-act 5 (2 in manteaux)

Yamaha Hotspot 2

(GRAND) PIANO

Grand piano Yamaha C7 (2001)

Piano Rönisch (2000)

If agreed by contract Stadsschouwburg provides a tuned (grand) piano 
in good condition. Extra costs due to changes or extra tuning will be for 
account of the artist

MULTICABLE

48ch Lighting booth and auditorium, 
SL and SR front XLR M + F and 
LK 37 (all 4 x 12ch. LK-connector). 
On stage also ch. 1-24 female XLR 
available.

12ch LK-kabel 8 (Various lengths)

12ch LK-stage block female XLR 8 

12ch LK-breakout female XLR 8

12ch LK-breakout male XLR 8 (4 x XLR female, 4 x XLR male)

INTERCOM

ASL 2 on stage and throughout whole of 
auditorium

Beltpack 1 x 2 channels, 1 x 1 channel

Beltpack 2x4

MIXING CONSOLES

Midas M 32 32 in / 16 out

APB Prorack H 10.20 12 mono, 4 stereo, 6 aux, 4 sub

ABP Prodesk 4 16 mono, 4 stereo, 6 aux, 4 subs

DI’s

BSS AR 113 8

BSS AR 116 2

ASL TR-1  isolation box 2

Radial AV-2 2

CD/FX RACK AND OTHER EQUIPMENT

BSS DPR 404 1 (4 channel compressor)

Klark Teknik square one 1 (dynamic compressor)

Klark Teknik equalizer 3 (2 type 370, 1 type 360)

Lexicon PCM 91 1 (reverb)

Yamaha SPX 2000 1 (multi effect)

DVD-, CD- and MD-players Tascam CD-500B (2), MD-350 (2) a.o.

CABLES

XLR lengths 1,5 m, 3 m, 6 m, 9 m and 2 x 
25 m reel

Speakon nl-4 6 (2 x 5 m, 2 x 10 m, 2 x 20 m)

Adapters  Various

STANDS

Microphone stands K&M 20 (several heights, with or 
without boom)

Speaker stands K&M 4

Table stands 4

MICROPHONES

AKG C214 2

AKG D112 1 (dynamisch) 

Crown PCC 160 4 (condensator)

DPA 2011 2

DPA 4099 4

Neumann KM 184 8 (condensator)

Neumann KMS 105 4 (condensator)

Sennheiser E604 2 (dynamisch)

Sennheiser MD 421 II/U4 2 (dynamisch)

Sennheiser E904 4 (dynamisch)

Shure SM 57 4 (dynamisch)

Shure SM 58 A Beta 6 (dynamisch)

Shure Beta 52 A 1 (dynamisch)

Shure Beta 91 A 1 (condensator)

Shure UHF-R Beta 58 4 (+ beltpacks)
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hotels

de Stadsschouwburg
Turfsingel 86 , 9711 vx 
+31 (0)50 36 80 111

Hampshire Hotel - Groningen Centre
Radesingel 50, 9711 ek
+31 (0)50 31 62 900
hampshire-groningen.nl

Hampshire City Hotel - Groningen
Gedempte Kattendiep 25, 9711 pm
+31 (0)50 588 65 65
hampshire-hotels.com/citygroningen 

NH Hotel de Ville
Oude Boteringestraat 43, 9712 gd
+31 (0)50 31 81 222
nh-hotels.com

NH Hotel
Hanzeplein 132, 9713 gw
+31 (0)50 58 48 181
nh-hotels.com

Hotel Prinsenhof
Martinikerkhof 23, 9712 jh 
+ 31(0)50 31 76 555
prinsenhof-groningen.nl

Mercure Hotel
Expositielaan 7, 9727 ka
+31 (0)50 525 84 00
mercure.com

Hampshire Hotel - Plaza Groningen
Laan Corpus den Hoorn 300, 9728 jt
+31 (0)50 524 80 00
hampshire-plazagroningen.nl
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restaurants and map

House of Spice
Turfsingel 18-20, 9712 KR
+ 31 (0)50 31 11 726
houseofspice.nl

Kohinoor van India
Oostersingel 112, 9711 XH
+31 (0)50 31 10 163
kohinoorvanindia.nl

‘t Zwarte Schaap
Schuitendiep 52, 9711 RD
+31 (0)50 31 10 691
hetzwarteschaap.nl

Eetcafé De Buurvrouw
Oostersingel 152, 9711 XL
+31 (0)50 31 81 759
eetcafedebuurvrouw.nl

Osteria Da Vinci
Turfsingel 33-1, 9712 KJ
+31(0)50 31 24 044
osteriadavinci.nl
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Artist entrance, parking  
and loading dock  
(Kruitgracht)
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